
Model DVD-2 DIN & ISO Slot Load DVD Player 
Model DVD-2T DIN & ISO Slot Load DVD Player & TV Tuner 

 
SPECIFICATIONS 

ITEM SPECIFICATION 
Loader Mechanism Vacuum Slot 
Operating Angle Any (0° ~ 360° Vertical & Horizontal) 
Color System NTSC (525 Lines / 60 Hz) / PAL (625 Lines / 50 Hz) 
Power Supply / Power Consumption 12V DC 2A / 20W Maximum 
Laser Semiconductor Laser / Wavelength 650 nm 
Frequency Response 10Hz ~ 20KHz (Digital) 
S/N Ratio > 100dB (EIAJ) (Digital) 
Dynamic Range > 95dB (EIAJ) (Digital) 
THD 0.05% 
Wow & Flutter < 0.001% Weighted Peak (EIAJ) (Not Measurable) 
Operating Temperature / Humidity 14° ~ 140° F (-10° C ~ 60° C) / 40% ~ 70% 
Upgradeable Firmware Flash Memory 8 MB 
Anti-Shock Video Buffering 16MB (Approximately 4 Seconds) 

Format Compatibility DVD / VCD 2.0 / SVCD / CD Audio / MP3 & Variable Bit 
Rate MP3 / WMA / JPG / CD-RW / CDDA / DVCD 

DVD 

On Screen Display Languages English, Spanish, French 
TV System / Channels NTSC-M / 2~69 VHF & UHF + 113 CATV (Total 181) TV TUNER 

(DVD-2T Only) Antenna Impedance VHF/UHF 75Ω (Coaxial) 
Front Panel Auxiliary Input Level 1.0Vp–p / 75Ω 
Output Level 1.0Vp–p / 75Ω Negative Sync (RCA x 1) VIDEO 
S-Video Rear Panel DVD Output Signal (DIN) 
Front Panel Auxiliary Input Level R & L > 400mVRMS 25KΩ 
Line Output  1.8 VRMS 10KΩ (Remote Control Variable) (RCAx2) 

AUDIO 
(All Stereo) 

Digital Output 0.5Vp-p / 75Ω (RCA Jack × 1)  
 
FEATURES 

• Seamless Integration With All KEC Mobile Applications LCD or CRT Systems & Videocassette Players 
• Last Position Memory Resumes Play At Last Frame Viewed Even If Power Is Interrupted 
• Full-Function Dedicated DVD Remote Controller 
• Tri-Mode Remote Controller Operates All KEC Mobile Applications Products (Packaged with all KEC LCD Systems) 
• R-Link In/Out System Allows Remote Control Of All KEC Components In Chain Even If Hidden From View 
• Remote Sensor Input Jack  
• Front Panel Auxiliary Video & Stereo Audio Inputs 
• Video/Stereo Audio Outputs + S-Video DVD Output + Digital Audio Output On Rear Panel (Dolby Digital & dts Ready) 
• Full On–Screen Display & Remote Control Of All Functions 
• Polarity Reversal & Spike Voltage Protection (>18V) 
• On–Screen Display Automatically Scrolls to Display Long Music & JPEG Filenames 
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DVD-2 Remote RC9799 

CONTROLS 
FRONT PANEL Power, Play, Previous, Next, Stop, Eject 6 Keys 
DVD-2 REMOTE CONTROL All Front Panel Functions + 36 Additional Controls 42 Keys 
TRI-MODE REMOTE CONTROL 
(Packaged with KEC LCD Systems) 

Control DVD, Control VCP, Power/Mode, Play, Fast Forward, Fast 
Reverse, Stop, Eject, Still, Tracking, Previous/Next Chapter 11 Keys 

 
INDICATORS 

Front Panel Display Multi-Color FL Display (Title #, Chapter/Track #, DVD, Video/Audio CD, MP3, Stop, 
Play, Pause, Total/Remaining Time, Random, Repeat, A-B, Playback Control, Angle) 

Remote Control Sensor Incorporates KEC’s R–Link System (In/Out) & Remote Sensor Input Jack 
Other On Screen Display & Control of All Setup, Audio & Video Functions 
 
JACKS & TERMINALS 
Front Panel Video / L&R Audio Auxiliary Input Jacks (Female RCA) 

Rear Panel 

12V DC Input Jacks x 2 (Mate & Lock & 3.5 mm Types) 
R–Link In / R–Link Out (3.5 mm) 
Remote Sensor Input Jack (3.5 mm) 
S-Video (DIN) 
Video / L&R Audio Output Jacks (Female RCA) 
Digital Audio Output Jack (Female RCA) 
Antenna Input Jack (DVD-2T Only) 

 
WEIGHT & DIMENSIONS 

Weight Unit Net Installation Weight: 4 lbs (1.8 Kg) 
Carton: 5.4 lbs (2.4 Kg) 

Dimensions (WHD) 
Unit: 7.00 x 1.97 x 6.89 inches (178 x 50 x 175 mm) 
Trim Plate: 7.48 x 2.28 x 0.47 inches (190 x 58 x 12 mm) 
Carton: 8.5 x 8.5 x 3.1 inches (215 x 215 x 80 mm) 

 
ACCESSORIES 

Supplied 

Full Function DVD-2 Remoter Controller (RC9799 Tri-Mode Unified Remote Controller is 
packaged with KEC LCD & 13” CRT Systems); 2 AAA Cells; RCA Cables (Video + L&R 
Audio); R-Link Cable; 12V DC Power Cable; Trim Plate, Mounting Screws, Mounting 
Brackets, Installation/Operation Manual; Warranty Card 

Optional 

Mounting Sleeve 
RE5MC 15-Meter Remote Sensor Cable 
WS-S-54 Front Windshield Antenna (for DVD-2T) 
Various Vehicle–Specific & Universal Equipment Consoles 

 
Features and specifications are subject to improvement. All KEC Mobile Applications products are intended for professional installation only. 

 
 
 

DVD-2T Rear Panel
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